CHENIN

Lampadaire aluminium (5 - 8 m),
Construction intégralement sans soudure

Semelle
Téte de mit . En fonderie d'aluminium
. Bras en profil aluminium . Encombrement :
. Section cylindrique @90 mm 260 x 260 mm (2120 mm)
. Configuration simple, double, triple, ... 400 x 400 mm (@140 - 160 mm)
. Longueur Tm, 2 m, 3 m (autre sur demande) . Entraxe :
. Avec tirants en acier inoxydable 200 x 200mm (@120 mm)
300 x 300 mm (@140 - 160 mm)
Mat . Bagues isolantes au droit des 4 oblongs d'ancrage pour éviter tout contact
. Profil aluminium lisse extrudé de section cylindrique avec les tiges en acier galvanisé
. Avec ou sans rail technique pour faciliter I'accessoirisation
. Section @120, @ 140 ou @ 160 mm Finition
. Thermolaquage par poudre polyester : coloris RAL ou finitions spéciales
Porte de visite . Anodisation incolore, bronze(s), noir (20 microns)
. Affleurante et interchangeable
. Passage a2 600 mm de la base - dimensions : Luminaire LED Technilum
500 x 76 mm (@120 mm), 500 x 90 mm (@140 mm) . Kémino - p 180
500 x 100 mm (@160 mm)
8m
ﬂ @120 @140 @160 K120 K140 K160

M 5m 67 m 8m 5m 67 m 8m
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Aluminum lamp post (5 - 8 m),
Entirely weld-free

Pole top

. Bracket(s) made of extruded aluminum

. Cylindrical section @ 90 mm

. Simple, double, triple configuration

. Length T m, 2 m, 3 m (other upon request)

. With stainless steel tie-bar

Pole
. Smooth aluminum profile with cylindrical section

. Section @ 120, @ 140 or @ 160 mm

Access door
. Flush, interchangeable
. Passage at 600 mm from the base (other height
possible)
. Dimensions:
500 x 76 mm (@120 mm)
500 x 90 mm (@140 mm)
500 x 100 mm (@160 mm)

Baseplate
. Made of die-cast aluminum
. Dimension
260 x 260 mm (@120 mm)
400 x 400 mm (@140 - 160 mm)
. Fixing distance:
200 x 200mm (@120 mm)
300 x 300 mm (@140 - 160 mm)
. Insulating rings on the 4 anchoring oblongs to
avoid any contact with galvanized steel bolts

Finish

. Polyester powder coating, RAL colors or special
finish

. Natural, bronze(s) or black anodization (20
microns)

Technilum LED fixture
. Kémino - p
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FAY conforme
KOMINO e RoHS CE UK
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INFORMATIONS TECHNIQUES DIMENSIONS
TECHNICAL SPECIFICATIONS DIMENSIONS (mm)
Description Différentes combinaisons de photométries et Allows for combinations with different

teintes possibles.

Eco-concu, avec un nombre réduit de
composants démontables et réparables.
. Corps en aluminium extrudé

. Dissipateur thermique intégré

. Driver LED déporté

. Verre trempé

. Optiques orientables et combinables

. LED haute efficacité (type 5050)

. Connexion électrique par connecteur

photometrics and color temperature.

Eco-designed, with a reduced number of

removable and repairable components.

. Extruded aluminum body

. Integrated heat sink

. Remote LED driver

. Tempered glass

. Adjustable and combinable optics
High-efficiency LEDs (type 5050)

. Electrical connection via connector

Compatible

Arbane, Barreto, Chenin, Réglisse, Vermentino

Dimension / Dimension
Poids / Weight

74 x 276 x 23 mm
0,8 kg

(hors appareillage / excluding equipment)

74 x 480 x 23 mm
1,5 kg

(hors appareillage / excluding equipment)

=&
vL

==

Kémino 25 W

Nb de LEDs / LEDs number 16 32
Hauteurs max préconisées / 5-7 m (1 module) 8 - 9 m (2 modules) ,I,
max. height recommended 10 m (3 modules) ‘f
Indice de protection / Protection IP 66 /1K 08 (IK10 sur demande / upon request) %
Classe / Class I (Il possible) _
puseance /o 25w sow 103 1310303103 03103 13103 12113 1311303103
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T° de couleur / Color t° 1800, 2200, 2700, 3000, 4000 °K
IRC / CRI >70 (>80, >90 sur demande / upon request)

480

SDCM (cohérence chromatique / Standard Deviation of 3 K6mino 50 W

Colour Matching)

RG (risque photobiologique / photobiological risk group) RG-0 INTEGRATION

Durée de vie / Lifespan (L80B10) > 100 000 INTEGRATION

Pilotage (sur demande / upon request) ON/OFF, Programmation Horaire, DALI-2 , Zhaga D4i, DMX, 0-10V, socket Zhaga / NEMA déporté sur le mat
ON/OFF, Time Scheduling, DALI-2 , Zhaga D4i, 0-10V, Presence sensor, remote Zhaga socket / NEMA

PHOTOMETRIES STANDARDS (autres sur demande) Options : coupe flux arriére & film anti-éblouissement.
STANDARD PHOTOMETRICS (other upon request) Options: backlight accessory & antiglare film. Specifcation, ies
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